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STRUCTURAL DESIGN INFORMATION

BITUMINOUS CONCRETE BASE COURSE

WIDENING, SUPERPAVE, 12 STRUCTURAL DESIGN TRAFFIC: YEAR 2015 ADT = 8134
PV = 85.54 SU = 6.64 MU = T7.8%
ROAD / STREET CLASSIFICATION: CLASS II
PERCENT STRUCTURAL DESIGN TRAFFIC IN DEISGN LANE
EARTH FILL PV = 0.5 SU =05 MU =05

MINIMUM SOIL SUPPORT: IBR = 2

MINIMUM TRAFFIC FACTOR = 3.81

BITUMINOUS SHOULDER , 8&l/%”

AGGREGATE SHOULDER, TYPE B, 8”

COMBINATION CONCRETE CURB AND GUTTER,

TYPE B6.24

REVISIONS
ILLINOIS DEPARTMENT OF TRANSPORTAT
EXISTING CONCRETE CURB AND GUTTER NAME DATE E o SPOI ION

SUB-BASE GRANULAR MATERIAL, TYPE 8, 12" TYPICAL SECTIONS
SUB-BASE LAR MATERIAL, TYPE C U.S. ROUTE 51

NOTE: TYPICAL SECTION

EXISTING CURB AND GUTTER

BEGINS STA. 1348+64.16 FROM STATION 1330+04.20
TO STATION 1348+21.96
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